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Our company is engaged in producing & sourcing
all kinds of nails, serving home, industrial and
building materials market.

Our main market includes the Middle East, Africa,
South America, North America, Southeast Asia,
Europe.

Our main business scope covers all kinds of Nails,
such as Steel Concrete Nail, Roofing Nail, Common
Nail, Twisted Nail, Roofing Screw, Clout Nail, Square
Boat Nail, Headless Nail, Stainless Steel Nail, Self
Drilling Screw, Angular Spiral Nail, Ring Shank Nail,
Pallet Nail, Flooring Nail, Masonry Nail, Fence Nail,
Iron Panel Pin, Finishing Nail, Drywall Nail, Roofing
Felt Nail, Shingle Nail, Rivets.

We have professional foreign trade and QC
team,and can offer you the goods with good quality
and competitive price.

We have but on mission:customer satisfaction.

We aim to provide all our customers exceptional
products and service.

“Do worldwide business,make friends with all the

people” is our motto.
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LINYI MEGA METAL MATERIALS

Tel:
Phone:
Web:
E-mail:

Skype:

+86 18953935522

+86 539-7977972
www.sdmega.com
victor@lymega.com
cnmaterial@outlook.com
cnmaterial
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CONCRETE NAIL (HARDENED)

Steel wire 45#, flat countersunk
head, diamond point, fluted shank,
smooth shank, spiral shank, twisted
shank.

Available: galvanized, black finish.

All available sizes

d

ROOFING NAIL

Iron wire Q195, umbrella head,
diamond point, smooth shank,
twisted shank.

Available: Galvanized Finish.

All available sizes

COMMON NAIL

Iron wire Q195, flat countersunk

head, diamond point, smooth shank.

Available: bright polished,

Galvanized Finish.

All available sizes

SQUARE BOAT NAIL

TWISTED NAIL ROOFING SCREW

Iron wire Q195, flat head, diamond
point, spiral shank, twisted shank,
ring shank.

Available: Galvanized Finish,

SHOE TACK NAIL

All available sizes
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ROOFING FELT NAIL

Iron wire Q195, big flat head, diamond
point, smooth shank.
Available: Galvanized Finish.

All available sizes

Iron wire Q195, ladder shaped head,
diamond point, square shank.
Available: Galvanized, bright
polished Finish.

All available sizes

Iron wire Q195, combination metal
& rubber washer, diamond point,
screw shank, twisted shank.

Available: Galvanized Finish.

All available sizes

Iron wire Q195, flat head, sharp point.
Available: bright polished, blue finish.

All available sizes.
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35-200-740 (T5)
] . Effective | Feeding
Thickness | Height width width
0.15-0.8 35 740 960

{10
25-210-840
- . Effective | Feeding
Thickness| Height | = .. width
0.15-0.8 25 840 1000

128.6

900

10-128-900B
, i Effective | Feeding
Thickness| Height width width
0.15-0.8 10 900 1000

196

103

980

25-196-980
- . Effective | Feeding
Thickness| Height width width
0.15-0.8 25 980 1200

840
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210

25-210-840
- i Effective | Feeding
Thickness| Height width width
0.15-0.8 25 840 1000

815
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200

25-200-815
- . Effective | Feeding
Thickness| Height width width
0.15-0.8 25 815 1000

25-210-840
¢ . Effective | Feeding
Thickness| Height width width
0.15-0.8 25 840 1000

210

1050

25-210-1050
i ; Effective | Feeding
Thickness| Height width width
0.15-0.8 25 1050 1200

1035

207
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28-207-1035
; ; Effective | Feeding
Thickness| Height width width
0.15-0.8 28 1035 1200

=l
25-205-820
. : Effective | Feeding
Thickness| Height width width
0.15-0.8 25 820 1000

800
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680

836

e
18-76-800 14-65-850
. . Effective | Feeding : ] Effective | Feeding
Thickness| Height width width Thickness| Height width width
0.15-0.8 18 800 900-914 0.15-0.8 14 850 1000

{20, 05515
| L 1100 |

1155

1000

200

T 200
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17-200-800 28-207-828
h . Effective | Feeding . " Effective | Feeding
Thickness | Height width width Thickness| Height width width
0.15-0.8 17 800 914 0.15-0.8 28 828 1000
MEGA

25-205-1025
. ) Effective | Feeding
Thickness | Height width width
0.15-0.8 25 1025 1200

103

780

25-196-780
- . Effective | Feeding
Thickness| Height width width
01508 25 780 | 1000

210 |‘Eﬂ
25-210-680 18-76-836
. . Effective | Feeding h . Effective | Feeding
Thickness| Height width width Thickness| Height width width
0.15-0.8 35 740 750-760 0.15-0.8 18 836 1000
900 875
18-76-900 18-76-875
. . Effective | Feeding ) } Effective | Feeding
Thickness| Height width width Thickness| Height width width
0.15-0.8 18 900 1000 0.15-0.8 18 875 960

10-100-1100(C10) 25-200-1000
. . Effective | Feeding . . Effective | Feeding
Thickness| Height width width Thickness| Height width width
0.15-0.8 10 1100 1250 0.15-0.8 25 1000 1200
MES
900
e 665
76
78 | 69] 78
15-225-900A 18-76-665
. ’ Effective | Feeding ) ; Effective | Feeding
Thickness| Height width width Thickness| Height width width
0.15-0.8 15 900 1000 0.15-0.8 25 665 750-762
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